
URAIAN SINGKAT PEKERJAAN 

PENGADAAN SUKU CADANG LAINNYA 

 

I. RUANG LINGKUP PENGADAAN DAN LOKASI 

a. Ruang Lingkup Pengadaan Barang yaitu Pengadaan  Belanja Modal Alat Kantor Lainnya;  

b. Lokasi pekerjaan yaitu Rumah Susun Manis Raya, Kelurahan Nambangan Lor, Kecamatan 

Manguharjo, Kota Madiun. 

 

II.   SPESIFIKASI BARANG 

No Nama Barang Spesifikasi Barang Volume Satuan 

1 Mesin Potong 
Rumput (Merk 
Tasco 33 pro) 

Tipe Shaft : Flexible shaft. 
Langkah Mesin : 2 Tak. 
Rpm Cutter : 7000 rpm. 
Start Mesin : Recoil. 
Sistem Pengapian Mesin : Transistorized Electronic. 
Perbandingan Kompresi Pembakaran : 25 : 1. 
Dimensi (PxLxT) : 345 x 280 x 401 mm. 

6 Unit  

2 Vacuum cleaner 
(Merk Krisbow) 
1000 watt 30 Liter 

Capacity (L) = 30 liter 2 Unit  

Power (W) = 1000 watt 

  Voltage (V) = 220 volt 

  Vacuum Pressure (kPa) = 23 kPa 

  Frequency (Hz) = 50 Hz 

  Berat (Kg) = 28.3 kg 

  Model Number = KW1800307 

3 Water Jet Cleaner 
(Merk Krisbow) 130 
bar 

Rated Pressure = 130 bar 2 Unit  

Power (W) = 1600 watt 

  Voltage (V) = 220-240 volt 

  Hose Lenght = 5 m 

  Frequency (Hz) = 50 Hz 

  Berat (Kg) = 15 kg 

  Model Number = 10100229 

4 Makita Mesin Bor 
Baterai DF 333 
DWYE - Cordless 
Drill 

TYPE = DF 333 DWYE 
Battery 12 V ; 1,5Ah ; Lithium Ion 
Kapasitas pengeboran : Besi : 10mm ; Kayu : 21mm 
Kapasitas pengencangan : 
Sekrup kayu : 5.1mm x 63mm 
Sekrup mesin : M6 
Kecepatan tanpa beban : 
Tinggi : 1.700 rpm 
Rendah :  450 rpm 
Panjang keseluruhan 201 mm 
Tegangan terukur DC 10.8 v - 12 v maks 
Kelengkapan : 2 Baterai, 1 Charger, 1 Mata Obeng & Koper 

2 Unit  

5 MAKITA 9553B Disc 
Angle Grinder - 
Mesin Gerinda 
Tangan 4 Inch 9553 
b 

Model Number = 9553 B 1 Unit  

Abbrasive Disc = 100 (mm) 

No Load Speed = 11000 (rpm) 

Abbrasive Disc = 4 (inch) 



Electrical Power = 710 (W) 

Wheel Diameter = 4 (inch) 

Depressed Center Wheel = 4 (inch) 

Diamond Wheel = 4 (inch) 

Depressed Center Wheel = 100 (mm) 

Diamond Wheel = 100 (mm) 

Wheel Diameter = 100 (ɸmm) 

Berat = 2,3 (Kg) 

6 FORZA LADDER 
Tangga Lipat 
Aluminium 
Teleskopik 6.2 
meter 

Maximum Height = 6.2 (m) 2 Unit  

Material = Aluminum 

Capacity = 150 (kg) 

Thickness = 1.3-1.5 (mm) 

Distance between Rungs = 40 (cm) 

Berat = 7 (Kg) 

jenis = tangga lipat & multifungsi 

7 Dispenser (Merk 
Sanken) 

Model Number = HWD-C520IC 2 Unit  

Frequency = 50 (Hz) 

Voltage = 220 (V) 

Dimensions = 310x345x1050 (mm) 

Front Doc = Black / Brown 

Color Body = Black / Brown 

Power Heating = 350 (W) 

Power Cooling = 70 (W) 

Berat = 25.7 (Kg)  

8 Las listrik (Merk 
Lakoni 900 watt) 

Spesifikasi mesin : 
Tipe : FALCON 120E 
Daya listrik : 900 Watt 
Arus Output : 10 - 120 Ampere 
Diameter Kawat Las : 2.0 - 4.0 mm 
Duty Cycle : 100% pada 100 A, 60% pada 120 A 
Voltase : 220V/50Hz 
Dimensi produk : 24 cm x 29 cm x 23 cm 

2 Unit  

9 Kunci set (Merk 
Krisbow) 

Model Number KW0103813 
Dimensions (mm) 3000x4400x3050 
Type Advance Mechanical Tool Kit 
Berat (Kg) 9.5 

1 Unit  

10 Mic Meja Podium 
GOOSENECK (Merk 
Toa) ZM 380 AS 
Zm380As 

Elemen Mikropon condenser 4 Unit  

Pola Kutub Kardoid 

Impedansi 750 Ohm, Balance 

Sensitivitas -39 3Db (1Khz 0Db = 1V/Pa) 

Sumber Tegangan 3V DC (2 x AA baterai)/teg. Phantom (9-52V) 

Respon Frekuensi 50-16,000 Hz 

Temp. Operasional 0 C to +40 C (32 F to 104 F) 

Finish Dudukan = ABS Resin, Hitam, Cat 

Tangkai = Copper Alloy, Hitam, Cat 

Dimensi 110 (W) x 145 (d) x 532 (h) mm 

Berat 550 gram (tidak termasuk baterai) 

Kabel XLR Phone Jack (7.5m) 

11 Microphone 
Wireless (Merk 
Ashley) pro 1 hitam 
ashley pro1 
ORYGINAL   

Mic wireless Ashley PRO 1 ( Handheld) 2 Set 

1bh resiever digital 

2bh mic pegang digital 

1bh hardcase/box 

2bh tas mic 



2bh gelang mic/BINTANG 

6bh anthena 

1bh kabel audio output 

Free baterai AA 

Frequency UHF bisa diganti-ganti 

Jangkauan jarak mic bisa pakai sampe 100m-150m 

12 Hardwell Whisper-
10se Speaker 
Portable 10 Inch 
Best Quality RMS 
300w 

- Output Power : 300w 1 Unit  

- Driver Unit : Woofer 10" + Magnet Twetter 

- Blue Color Display On Back Side 

- Fiture : USB, SD CARD, BLUETOOTH, UHF (Ultra High Frequency) 

- Batrai Include : Accu 7A 

- Jack Mic / Guitar , AUX In & Out , AC / DC Plug 

- 2 Pcs Microphone 

13 Kabel Mic Stereo Isi 
3 ; L = 50 meter 

Kabel Mic Stereo 4 Unit  

Merk SPL AUDIO Tipe CM3000 

- Low noise 

- Kabel stereo isi 3 

- Tembaga murni 

- Bahan lentur tudak mudah putus walau tertekuk 

- 1 Rol isi 50m 

14 Kursi susun  (Merk 
Futura) ASLI Kursi 
Kantor FTR 405  

SANDARAN & DUDUKAN = BUSA  50 Buah 

RANGKA SANDARAN & DUDUKAN = PLYWOOD 

RANGKA : PIPA OVAL  

FINISHING NICKEL CHROME PLATING  

BERAT NETTO/KURSI 5,5  KG 

Bahan : Kain 

15 AQUA 
50AQT7000QU PRO 
H QLED TV 4K TV 
UHD TV SMART 
ANDROID TV 

HQLED, with 4K HDR 2 Unit  

Dolby Atmos 

Dolby Vision 

Powerful Front Speaker 

Hands-free Voice Control 

Micro Dimming 

Screen Size : 50 Inch 

Resolution : 3840 x 2160 Pixels 

Product Dimension (WxDxH)mm : 1116 x 252 x 727 

Power Consumption : 160 Watt 

Operate System : Android 11 

16 Bracket TV 55 inch 
TV 32-55'' 

■ Fits most 32-55 Inch, 43-70 Inch 2 Unit  

■ Max Load 27 kg 

■ VESA size: 100x100-400x400 7 600x400 

■ Jarak bracket ke dinding 35mm 

■ Tilt angle: +12°~0° 

■ Material SPCC, Seamless Steel Tube + Coating 

■ Warna: Hitam 

FEATURE: 

✔ Universal fixed wall mount suits LED, LCD, and Plasma TVs 

from 32" to 55" & 43 to 70 Inch with Load Capacity 27kg and 36kg 

✔ VESA supports range from 100x100 to 400x400mm & 100x100 

to 600x400 

✔ Slim and thin design, only 1.1" from wall, keeps mount 

perfectly hidden behind TV 

✔ Build-in bubble level for easy and accurate horizontal 

installation with all installation hardware included 



✔ Hanging and removing TV is as easy as pulling the string 

KELENGKAPAN: 

■ Unit Bracket TV Dinding 

■ 1 Set baut TV 

■ 1 Set baut tembok dan fischer 

■ Pamphlet Panduan Instalasi 

17 Speaker pasif 6 inch 
dinding SPEAKER 
PASIF YAMAHA VS6 
ORIGINAL VS 6 
SEPASANG 2 UNIT 

Frequency range (-10dB) : 80Hz - 20kHz 4 Pasang 

Jangkauan Nominal : (H) 90, (V) 90 

Komponen : (LF)6,5"(160mm) cone driver, (HF) 1"(25mm) 
balanced dome tweeter 

Crossover : 15kHz 

Power rating : (NOISE) 25W, (PGM) 50W (PEAK) 100W 

Nominal impedance : 8 

Transformer taps : (100V) 25W, 12.5W, 6.3W ,(70V) 25W, 12.5W, 
6.3W, 3.1W 

Sensitivity (1W; 1m on axis) :90dB SPL 

Peak (Calculated) : 110dB SPL (100W) 

I/O connectors : 2 pairs of barrier strip (parallel-wired * Screw 
size: M3, Terminal Space: 6mm) 

Shape : Rectangular 

Cabinet material : HIPS, 94-HB 

Hasil Akhir : VS6: Black, VS6W: White 

Perangkat keras flying dan mounting : U-bracket (4 x 5.5mm and 2 
x 11mm holes) 

Waterproof : IEC60529 IPX3 splash proof rating 

Dimensi : (W)190 mm (7 1/2"), (H) 308 mm (12 1/8"), (D) 219 mm 
(8 5/8") 

Power rating peak 100w 

dimensi Speaker W H D. 190mm 308mm 219mm 

18 Instalasi kabel audio 
speaker dinding 

Model Number = Speaker Wire 4 Paket 

Unit = 1 roll (50 meter) 

Size =  2C 18 AWG 

Color = Black 

Berat = 5  (Kg) 

19 DVR 16 channel 
(Merk HIK Vision) 
Hikvision Xvr 16 
Channel Hd Cctv 
Kamera H265 Dvr 

HIKVISION DVR 16 Channel DS-7216HGHI-K2 1 Unit  

16 channels and 2 HDDs 1U DVR 

Efficient H.265 pro+ compression technology 

5 signals input adaptively (HDTVI/AHD/CVI/CVBS/IP) 

Up to 18 network cameras can be connected 

Recording Video Bit Rate 32 Kbps to 4 Mbps 

Video Compression H.265 Pro+/H.265 Pro/H.265/H.264+/H.264 

Dual Stream Support Stream Type Video, Video & Audio 

Audio Compression G.711u 

Audio Bit Rate 64 Kbps 

Video And Audio 

Audio Input 1-ch, RCA (2.0 Vp-p, 1 KΩ) 

Audio Output 1-ch, RCA (ar, 1 KΩ) 

Synchronous Playback 16-ch 

IP Video Input 2-ch (up to 18-ch);Up to 5 MP resolution;Support 
H.265+/H.265/H.264+/H.264 IP cameras 

HDTVI Input ; HDCVI Input ; CVBS Input 

PAL/NTSC Two-Way Audio 

1-ch, RCA (2.0 Vp-p, 1 KΩ) (using the first audio input) 



Analog Video Input 

24-ch;BNC interface (1.0 Vp-p, 75 Ω), supporting coaxitron 
connection 

AHD Input ; CVBS Output 1-ch, BNC (1.0 Vp-p, 75 Ω) 

HDMI/VGA Output 

Network Protocols 

Remote Connections 

Network Interface 

1, RJ45 10M/100M/1000M self-adaptive Ethernet interface 

Auxiliary Interface 

Capacity Recording Up to 10 TB capacity for each disk 

USB Interface = 1 × USB 2.0； 

20 Camera Indoor 
(Merk HIK Vision) 
1080p 5MP 
KAMERA CCTV 
INDOOR 5MP 
AUDIO COLORVU 
HIKVISION DS-
2CE76K0T-LPFS 
DUAL 

HIKVISION DS-2CE76K0T-LPFS 8 Unit  

5MP 3K Dual Light Audio Indoor Fixed Turret Camera 

KEUNGGULAN dan FITUR : 

-Kamera dengan Resolusi 5MP (2960 × 1665) 

-Anda dapat pilih 1 dari 3 fitur untuk tampilan malam.(Infrared / 
ColorVu / Smart Light) 

-Build in Mic,Mampu Merekaman Gambar & suara sekaligus. 

-Tombol Switch,untuk merubah output video TVI/AHD/CVI/CVBS 
sehingga kamera ini bisa digunakan di hampir semua DVR. 

-Digital WDR,berfungsi mengatur brightness pencahayaan untuk 
mengatasi objek gelap akibat silau. 

-Bergaransi Resmi HIKVISION 2 Tahun. 

Key Features : 

-High quality imaging with 3K, 2960×1665 resolution 

-Up to 20m IR distance for bright night imaging 

-Up to 20m white light distance for bright night imaging 

-High quality audio with audio over coaxial cable, built-in mic 

-One port for four switchable signals (TVI/AHD/CVI/CVBS) 

-Dimension: Diameter 84.6mm × 85.02mm 

-Material : Plastic 

21 Camera Outdoor 
(Merk HIK Vision) 
1080p 5MP 
KAMERA CCTV 
OUTDOOR 5MP 
COLORVU 
HIKVISION DS-
2CE16K0T-EXLPF 
DUAL LIGHT 

HIKVISION DS-2CE16K0T-EXLPF 10 Unit  

5MP 3K Dual Light Outdoor Fixed Bullet Camera 

KEUNGGULAN dan FITUR : 

-Ini adalah Versi paling Ekonomis di kamera 5MP HIKVISION. 

-Kamera dengan Resolusi 5MP (2960 × 1665) 

-Anda dapat pilih 1 dari 3 fitur untuk tampilan malam.(Infrared / 
ColorVu / Smart Light) 

-IP 67 Kamera Ini tahan seburan air dan debu. 

-Tombol Switch,untuk merubah output video TVI/AHD/CVI/CVBS 
sehingga kamera ini bisa digunakan di hampir semua DVR. 

-Digital WDR,berfungsi mengatur brightness pencahayaan untuk 
mengatasi objek gelap akibat silau. 

-Bergaransi Resmi HIKVISION 2 Tahun. 

Key Features : 

-High quality imaging with 3K, 2960×1665 resolution 

-Up to 20m IR distance for bright night imaging 

-Up to 20m white light distance for bright night imaging 

-One port for four switchable signals (TVI/AHD/CVI/CVBS) 

-Water and dust resistant (IP67) 

-Dimension: Diameter 138mm × 70mm 

-Material : Plastic 

22 Instalasi 
pemasangan  

  18 Titik 



23 Kabel belden CCTV 
@305 meter Kabel 
Belden Cctv Coaxial 
Rg59 Power 
9105Sl2P Putih 
305M Original 

Dielectric Foamed Polyethylene 3.660.05mm 5 Roll 

Braid Coverage 16X90.12 0.005mm CCA Wire (95% Coverage) 

Jacket Thickness 0.80mm 

2C power wire 7*0.38mm strand BC + 1.7mmBlack PE 

Jacket (coax) 4.40mm 0.20mm PVC 

Jacket Thickness 0.50mm 

Cetakan Pada Kabel 

Paket 

Reel Size R35 X H30.5CM 

Pallet Size 105 x 105 x 105 cm, L3XW3XH3, 27 Reels/Pallet 

44 Pallets / 1.188 Reels / 40 Container 

Karakteristik 

Core ovality maximum 0.33 

Center konduktor bond to dielectric 2. 

Karakteristik Elektrik 

Impedance 75 Ohm 

Kapasitas 553 pF/m 

24 Konektor BNC 
Konektor jack BNC 
drat CCTV 
Connector Jack BNC 
drat plus ring F 2 biji 

Konektor BNC Konektor jack BNC drat CCTV Connector Jack BNC 
drat plus ring F 2 biji 

32 Buah 

25 Kunci Pipa Tekiro 36 
inch Pipe wrench 
Merk (Tekiro) 

TEKIRO Pipe Wrench Original 2 Buah 

Description: 

+One piece ductile iron casted with I-
Beam design for extra strength 

+The full floating forged hook jaw allows for superior gripping and 
quick adjustments 

+Hardened and tempered teeth provide excellent bite 

26 Kunci Pipa Tekiro 24 
inch Pipe wrench 
Merk (Tekiro) 

TEKIRO Pipe Wrench Original 2 Buah 

Description: 

+One piece ductile iron casted with I-
Beam design for extra strength 

+The full floating forged hook jaw allows for superior gripping and 
quick adjustments 

+Hardened and tempered teeth provide excellent bite 

27 KUNCI INGGRIS 24 
INCHI TEKIRO 
ADJUSTABLE 
WRENCH 24 " 

Tekiro Kunci Inggris merupakan kunci inggris berbahan chrome 
vanadium yang anti karat, kuat, tidak mudah patah, serta tahan 
lama. 

1 Buah 

 

 


